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ShineOn Flex is a high gloss and extremely flexible surface enhancement and protective coating. 
It was
formulated to replace commonly used silicone based surface coatings which have a very short 
lived effectiveness and are easily washed off. They leave behind an oily residue that attracts road 
dirt and  rubs off on any and all objects. ShineOn Flex contains no oils and will keep the coated 
surface clean.
 
ShineOn Flex creates a ‘wet’ glossy appearance and will provide a water repellent, easy to clean 
surface that will last for several weeks. Due to its strong adhesion, high flexibility, and built-in ultra-
violet protection, ShineOn Flex is recommended for use on tire sidewalls, weather seals, etc. It will 
enhance their appearance and prevent them from becoming hard and brittle due to exposure. It will 
also prevent black rub marks that get on hands and clothing due to the oxidized rubber.

ShineOn Flex is packaged in 4 oz. and 8 oz. plastic bottles. Larger packing are available  upon 
request. ShineOn Flex can be applied by spraying or brushing. Make sure to cycle clean water 
through the trigger spray after use to prevent clogging. If more than one coat is required, allow the 
first coat to become dry to the touch. ShineOn Flex will dry in 10 to 15 minutes at ambient tem-
perature of about 78°F and low humidity. The vehicle or other coated object may be put to use after 
this time, provided the coated surface itself is not exposed to harsh treatment. ShineOn Flex is 
available in high gloss or medium gloss.

Optimal film properties will be achieved in 48 hours. Prevent the coating from getting on hands and 
clothing as the dry film is difficult to remove. ShineOn Flex is completely water based and there 
are no odors or fumes associated with the liquid. Tools and work area can be quickly and easily 
rinsed with water. Prior to application make sure that the object to be coated and sealed is dry and 
free of dirt, grease and other contaminants. If applying via spraying, make sure to protect surround-
ing areas from overspray. Wipe off excess and run-offs with a damp rag or sponge. 

ShineOn, a companion product, has been specifically formulated to treat and enhance rigid 
surfaces. It will seal and safeguard from stains, spills and fading while providing long term protec-
tion. 


