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TEAKRENU is an odorless, fumeless, water based, clear coating designed speci�cally for the protection of teak 
wood furniture and teak decking including  boats and yachts. Its uniqueness lies in its ability to provide supe-
rior protection and the lasting appearance of freshly oiled teak in a water-based, environmentally sound 
formula.

TEAKRENU will provide long lasting protection and will not yellow, peel or crack. UV  inhibitors suppress the 
dulling and graying that occurs with teak due to the combined exposure to sun and water. This high tech seal-
ant is formulated to protect against staining and damage from oil, grease, fuels and other spills and  prevents 
and controls the formation and growth of mold, mildew and algae. Unlike solvent based coatings TEAKRENU 
will not blush (appear milky) when applied to slightly damp surfaces.

TEAKRENU can be used on solid woods, veneers and  other natural woods such as maple, oak, pine, walnut, 
rosewood, etc. If needed, TEAKRENU is available in a range of non-fading tints to restore color to faded woods 
of all varieties. Another unique feature of TEAKRENU is its built-in slip resistance. Higher levels of slip resistance 
are also available on a special order basis.

COVERAGE:  Coverage ranges from 250 sq. ft per gallon to 500 sq. ft. per gallon depending on surface type and 
porosity. 250 sq. ft. per gallon will yield 6.4 mils wet, and 1.5 mils dry �lm thickness. 

APPLICATION: TEAKRENU may be applied by brush, roller (short nap) or low pressure airless spray device . 
Prior to application make sure that the surface is washed with mild soap or detergent and water and is allowed 
to fully dry. One coat is usually su�cient however if a second coat is desired, allow the �rst coat to dry before 
application of additional coats. TEAKRENU goes on easily and dries to a clear satin �nish.

TEAKRENU dries qickly and at 77°F and 50% RH (relative humidity) should be dry to the touch in about 15 min-
utes or less. The time required to dry may vary based on exact prevailing conditions.  Although the full curing 
of the coating will take place over 72 hours, the coated surface maybe put to light use once the coating is fully 
dry to the touch. Do not expose the surface to heavy tra�c or abrasion prior to full cure. Do not apply at tem-
peratures below 50°F or above 90°F.   

CLEANUP:  Clean spills and spatters immediately with soap and warm water. Clean hands and tools immedi-
ately after use with soap and warm water. After cleaning, �ush spray equipment with clean water to prevent 
clogging and malfuntion. Rust prevention measures may also be applied as necessary.
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