A LISUIGUARD Product

protection without pollution

W a green product

vp COTE

Coefficient of Friction Report

Test Method - ASTM D 1894-06
October 8th, 2008

Material : Firestone TPO Walk Pad Material
with SolidStepCote applied to one side

Sled Size : 2.5"x2.5"

Substrate : Neoprene Rubber

Test Specification : SolidStepCote v/s Neoprene Rubber
Apparatus Used : Instron Series 5569

Sample Type : Plaque

Sample Preparation : Tested as received

Sample Conditioning : 40+ Hours @ 23°C +/- 2°C
RH 50% +/- 5%

Test Conditions : 23°C+/-2°C - RH50% +/-5%

Siginificance : ASTM D 1894 specifies that results
be reported to 3 significant figures
and standard deviation to 2 signi-
ficant figures
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111480 Coefficient of Friction Report

Test Method - ASTM D 1894-06

Test Surface without SolidStepCote ctatic Kinetic

Static Sled Coefficient Kinetic Sled Coefficient
Sample Test Load Weight of Load Weight of
Name Number (9) (9) Friction (9) (9) Friction

1120  199.9 0.560 935  199.9
Grav Side 1100 199.9 0.550 98.4  199.9
Tald Dry 107.0  200.0 0.535 90.8  200.0
98.40  199.9 0.492 91.9  199.9
1140  200.1 0.570 90.9  200.1

0.542
0.030

Gray Side . 0.555
Tested Wet . 0.525
Sprayed with . 0.555

DI Water . 0.570
. 0.520

Average 0.545
Std. Dev. 0.021

Test Surface with SolidStepCote ctatic

Static Sled Coefficient Kinetic  Sled Coefficient
Sample Test Load Weight of Load Weight of
Name Number (9) (9) Friction (9) (9) Friction

200.1 0.950 . 200.1 0.675
e . 200.0 1.070 . 200.0 0.770
White Side 0  200.1 1.170 . 200.1 0.830
Tested Dry . 200.1 1.100 . 200.1 0.730
200.1 1.190 . 200.1 0.820

Average 1.10 0.765
Std. Dev. 0.10

1.40
WhiteSide 1.32

Tested Wet 1.43
Sprayed with 1.31
DIl Water 1.40

Average 1.37
Std. Dev. 0.05
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